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in a Vehicle with other Explosive Ma-
terials,’’ (May 1993), and the ‘‘Generic 
Loading Guide for the IME–22 Con-
tainer,’’ (October 1993). This incorpora-
tion by reference has been approved by 
the Director of the Federal Register in 
accordance with 5 U.S.C. 552(a) and 1 
CFR part 51. Copies are available at 
MSHA, 1100 Wilson Blvd., Room 2436, 
Arlington, Virginia 22209–3939, and at 
all Metal and Nonmetal Mine Safety 
and Health district offices, or available 
for inspection at the National Archives 
and Records Administration (NARA). 
For information on the availability of 
this material at NARA, call 202–741– 
6030, or go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

[50 FR 4054, Jan. 29, 1985, as amended at 67 
FR 38385, June 4, 2002] 

TRANSPORTATION 

§ 56.6200 Delivery to storage or blast 
site areas. 

Explosive material shall be trans-
ported without undue delay to the stor-
age area or blast site. 

§ 56.6201 Separation of transported ex-
plosive material. 

Detonators shall not be transported 
on the same vehicle or conveyance 
with other explosives except as follows: 

(a) Detonators in quantities of more 
than 1000 may be transported in a vehi-
cle or conveyance with explosives or 
blasting agents provided the deto-
nators are— 

(1) Maintained in the original pack-
aging as shipped from the manufac-
turer; and 

(2) Separated from explosives or 
blasting agents by 4-inches of hard-
wood or equivalent, or a laminated par-
tition. The hardwood or equivalent 
shall be fastened to the vehicle or con-
veyance. When a laminated partition is 
used, operators must follow the provi-
sions of the Institute of Makers of Ex-
plosives (IME) Safety Library Publica-
tion No.22, ‘‘Recommendations for the 
Safe Transportation of Detonators in a 
Vehicle with other Explosive Mate-
rials,’’ (May 1993), and the ‘‘Generic 
Loading Guide for the IME–22 Con-
tainer,’’ (October 1993). This incorpora-

tion by reference has been approved by 
the Director of the Federal Register in 
accordance with 5 U.S.C. 552(a) and 1 
CFR part 51. Copies are available at 
MSHA, 1100 Wilson Blvd., Room 2436, 
Arlington, Virginia 22209–3939, and at 
all Metal and Nonmetal Mine Safety 
and Health district offices, or available 
for inspection at the National Archives 
and Records Administration (NARA). 
For information on the availability of 
this material at NARA, call 202–741– 
6030, or go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) Detonators in quantities of 1000 or 
fewer may be transported with explo-
sives or blasting agents provided the 
detonators are— 

(1) Kept in closed containers; and 
(2) Separated from explosives or 

blasting agents by 4-inches of hard-
wood or equivalent, or a laminated par-
tition. The hardwood or equivalent 
shall be fastened to the vehicle or con-
veyance. When a laminated partition is 
used, operators must follow the provi-
sions of IME Safety Library Publica-
tion No. 22, ‘‘Recommendations for the 
Safe Transportation of Detonators in a 
Vehicle with other Explosive Mate-
rials,’’ (May 1993), and the ‘‘Generic 
Loading Guide for the IME–22 Con-
tainer,’’ (October 1993). This incorpora-
tion by reference has been approved by 
the Director of the Federal Register in 
accordance with 5 U.S.C. 552(a) and 1 
CFR part 51. Copies are available at 
MSHA, 1100 Wilson Blvd., Room 2436, 
Arlington, Virginia 22209–3939, and at 
all Metal and Nonmetal Mine Safety 
and Health district offices, or available 
for inspection at the National Archives 
and Records Administration (NARA). 
For information on the availability of 
this material at NARA, call 202–741– 
6030, or go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

[50 FR 4054, Jan. 29, 1985, as amended at 67 
FR 38385, June 4, 2002] 

§ 56.6202 Vehicles. 

(a) Vehicles containing explosive ma-
terial shall be— 
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